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1.䴫≓ᙗ㜭 (Electrical Characteristics)
1.1 (Total Resistance˄ 䱫ᣇ٬ޘ 10 KΩ          

1.2 (ᐞ˄Total Resistance Toleranceٿ䇨ݱ䱫ᣇ٬ޘ ±20%  ( More than 1 M Ω ±30%)

䴫䱫䳘ⓛᓖ䆺ॆ⢩ᙗ  20ć-75ć:ƸR/Rİ±5%,

Resistance of temperature change character) -25ć-20ć:ƸR/Rİ±4.5%

1.4 䱫٬䆺ॆ⢩ᙗ˄Resistance Taper) B 

Rı250KΩ / 0.1 % max. of total Value

250KΩ>R>10KΩ / 20Ω max.

10KΩıR / 10Ω max.

1.6 乽ᇊ࣏⦷˄Rated Power) Linear Taper B: 0.05W Other Taper:0.025W

1.7 ᴰ儈֯⭘䴫༃˄Max.Operating Voltage)  50V  AC

1.8 अ䴌丣˄Rotational Noise) Less Than 100mV

1.9 ㎅㕈䱫ᣇ˄Insulation Resistance) More than 100MΩ at DC 250V

1.10 㙀䴫༃˄Withstand Voltage) For 1 minute at: AC 300V

1.11 ᔰޣ仍ᇊ࣏⦷(Switch Rated Power) ---------------

1.12 ਼↕䃔ᐞ˄Gang Error) -40dB to 0dB 3dB max.

2.₏Ỡᙗ㜭˄Mechanical Characteristics)
2 1 回䕹䀂ᓖ˄Rޘ t ti A l ) 300°±10°

9 mm Rotary  Potentiometers series Specifications

1.5 䴦位䱫٬˄Residual Resistance)

1.3

2.1 (回䕹䀂ᓖ˄Rotation Angleޘ 300°±10°

2.2 ᯻䕹࣋⸙˄Rotation Torque) 10～200gf.cm

2.3 䔨Ⲵ᣹ǃᣬᕧᓖ˄Pull-Push Strength) Pull 3Kgf.cm / Push 5 Kgf.cm

2.4 䕹अ止⃄ᕧᓖ˄Rotational Stop-End Torque) 3 kgf.cm Min

2.5 ᔰޣ䀂ᓖ(Switch Working Angel) ���������

2.6 ᔰ࣋ޣ⸙(Switch Working Torque) ���������

2.7 ᯻䕹ᇊ位ᮨⴞ˄Number of Detents(click) detent: 0 

2.8 ✺䥛㙀⟡ᙗ˄Resistance To Soldering Heat) 260±5ćand less than 3 seconds

3.㙀ѵᙗ㜭 (Durability)
3.1 回䕹༭ભ˄Rotation Life) 10,000 Cycles min.

3.2 工֌⑙ᓖ�(Operating temperature) -10℃～+70℃
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(Shape size drawing/curve characteristic drawing) Please refer the drawing
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